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Installation Guide (For PSB-20A)
PSB-20A|

Important Notes:

All spider brackets are thoroughly inspected and fully tested operational in factory.
We accept no liability whatsoever for any losses due to improper operation, or any unauthorized alternation.
All trademarks contained in this installation guide are the property of their respective owners.

? ﬁ ﬁ Nylon washerq 7
Connecting piece :
M4X20MM M5X20MM M6X20MM
1(4PCS) 2(4PCS) 3(4PCS)
} Hex flat round -
head screws
4x4mm
4 (4PCS) 5(1PCS) 6 (4PCS) e
7 (4PCS) 8(4PCS) Projector plate

~

Ceiling plate

Connector tube 1

Connector tube 2

Serrated lock washer

» Inside hexagonal

4 . "
K cylindrical head screws

LL

HE Y1

5

Hex flat round
head screws

\220x220 8kg 710-1230MM
/STEP 1 {égg
Nylon washer 11
_ . . Washer .-\
Connecting piece | | | Inside hexagonal T e
cylindrical head screws |\ "o

Ceiling plate

Serrated lock washer




-~

STEP2-A

|So|id concrete mounting‘

\_

®7/16”(10.5mm)

©7/16”(10.5mm)

2”(50mm)

2"(50mm)

STEP2-B

|Wood Stud Mounting‘

N

®1/8"(3mm)

2”(50mm)

©3/16”(3mm)

/STEP3

|Attaching Brackets To Screen ‘

mounting holes

- STEP4 _~

Connector part

Projector plate




	Page 1
	Page 2

